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Appearance

1018H

1012

MEAN(1011) RMS(1051) RMS(1061)
Detection method MEAN MEAN MEAN RMS RMS RMS MEAN MEAN RMS/MEAN RMS/MEAN MEAN RMS
RMS(1012) (1052) (1062)
IVIAANTIUTTI
count display - - 4000 6000 6000 6000 4000 4000 6000 6000 50000 3400 6000
DC Basic accuracy | *3% of FS +3% of FS 0.8% 0.8% 0.5% 0.5% 0.8% 0.6% 0.5% 0.09% 0.02% 1.5% 1.0%
Frequency 30-20kHz | 50-5kHz | 50-400Hz | 45-500Hz | 40-500Hz | 40-500Hz | 50-400Hz | 50-400Hz | 40-1kHz | 40-1kHz | 20720206 | 54 4601z | 45 - 400Hz
response 10 - 100kHz(1062)
Measurement
DCV 1000V 600V 600V 600V 1000V 600V 600V 600V 600V 1000V 1000.0V 600V 600V
Resolution 0.002v 0.005V 0.1mV 0.1mV 0.1mV 0.1mV 0.1mV 0.1mV 0.1mV 0.1mV 0.001mV 0.1mV 0.1mV
ACV 1000V 600V 600V 600V 1000V 600V 600V 600V 600V 1000v |, Oi(r)no\?ﬁgG | B0V 600V
Resolution 0.2V 0.2v 0.001V 0.001V 0.1mV 0.1mV 0.001V 0.1mV 0.001V 0.1mV O.bOlmV(1062) 0.001V 0.001V
60A(2000)
DCA 250mA 300mA - - - 10A - 10A 10A 10A 10A 100A(2001) 120A
60A(2000)
ACA - - - - - 10A - 10A 10A 10A 10A 100A(2001) 120A
AC+DC - - - - - - - - - - v - -
Resistance 20MQ 300kQ 40MQ 40MQ 40MQ 40MQ 40MQ 40MQ 60MQ 60MQ 50MQ 34MQ 60MQ
Continuity ; v v v v v v v v v v v v
buzzer
Battery test - v - - - - - - - - - - -
Dioed test - - v - 4 v v v v v v - v
tiz?ac'tance ; ; 200pF 600pF 1000pF 1000pF 100pF 100pF 4000pF 1000pF 50mF - 40pF
ACA 9.999kHz ACA 10kHz ACA 400Hz
Frequency - - 10kHz - ACV 99.99kHz ACV 99 99KHz 200kHz 10MHz 10MHz 99.99kHz 99.99kHz ACV 300kHz | ACV 300kHz
Duty cycle ratio - - v - v v v v v - v - -
Temperature - v - - - - - - v v v - -
Decibel v - - - - - - - - - v - -
Low power-Q - - - - - - - - - - v/ (1062) - -
Function
Dual display - - - - - - - - - v v - -
Bar graph - - - - - - - - v v v v v
Back light - - - - v v v - - v v - -
Data hold - - v - v v v v 4 v v v v
Auto hold - - - - - - - - - v v - -
Peak hold - - - - - - - - - - v/ (1062) - -
Max/Min/Ave - - - - v (No Ave) | v/(No Ave) - - v/ (No Ave) v/ (1052) v - -
Relative - - v (4 v v v (%4 ("4 (%4 v - -
Manual memory - - - - - - - - - v/ (1052) v - -
Logging memory - - - - - - - - - v (1052) v - -
Communication - - - - - - - - - v/ (1052) v - -
Other
Operatlng O, O, O, O, O, O, O, O, O, O, O, O, O,
0-407C 0-407C 0-407C 0-407C 0-407C 0-407C 0-407C 0-407C 0-407C -10-55°C -20-55°C 0-40C 0-407C
temperature
Measurement CAT I 300V CAT 300V CAT V300V CAT IV300V CAT II300V | CAT IV600V | CAT IV600V | CAT I 300V | CAT I 300V
categories i CAT I 600V CAT 300V CAT I 600V CC S'T]Imf(())(?(;(/ CAT II600V CAT 600V | CAT L300V CAT I 600V |CAT II1000V|CAT IMI1000V| CAT I 600V | CAT II 600V
Power source 6?32);1 R6 x 2 LR-44 x 2 CR2032x1 RO3 x 2 RO3 x 2 LR-44 x 2 R6 x 2 R6 x 2 R6 x 4 R6 x 4 RO3 x 2 RO3 x 2
Dimensions . | 155x75x35™" 128x84x24(2000)
(LX(W)X(D)mm 150x100x47 | 140x94x39 107x54x10 126x85x18 | 155x75x40 155x75x40" 190x39x31 161x82x50 161x82x50 192x90x49 192x90x49 128x92427(2001) 128x92x27
. 210g(2000)
Weight(Approx.) 330g 280g 709 1359 250g 250g 100g 280g 280g 5609 560g 2209(2001) 2209

*1 With flat-type holder
*2 With wing-type holder
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